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General information about the system components

Technical specifications

Tracking type HSAT (Horizontal Single Axis Tracker) Warranted by the
manufacturer for a
Drive type Slew drive with electric motor, 24V DC period of 10 years
Bearings Plastic, spherical, self-lubricating, maintenance-free
. . . . Fast and cost
Dampers Absorb wind caused vibration, maintenance-free e?fecat?veﬁﬁitauation
Control system Drive control units and Central controller, 230V AC
Zi ting -
Weather station sensors Wind, Snow, Temperature agsaﬁ?‘t]enf of
durabilit
Communication system Zigbee, LoRaWAN or Cable Hrabiity

Installation recommendations

o For better operation, it is recommended to use the following types of foundations: ramming, pre-drilling, concreting

e The design of brackets and holders allows to compensate for uneven terrain and tolerances during installation of tracker
structures and PV modules

« The PV modules are attached through standard holes using bolts, washers, nuts, without the use of clamps and collars

Materials and Fastenings

o The structures are made of steel 5255JR-5420JR according to EN 10025 with anti-corrosion coating by hot dip galvanizing according to 1SO 1461:2022,
or galvanized steel coils S350GD-5450GD according to EN 10346 with an anti-corrosion coating of at least 350 g/m?

o Hardware for fastening of metal structure is made of A2-70 stainless steel according to ISO 3506-1:2020 and/or carbon steel with anti-corrosion coating
Delta according to ISO 898-1:2013

Warranty conditions

o Drives, bearings, dampers and electronics installed in the mounting system are warranted for a period of 5 years, provided that the requirements
of the equipment manufacturers

" Mounting systems are warranted by the Manufacturer for a period of 10 years, provided that the requirements of the Installation and Operation Manual
as well as the Assembly drawings are followed

" Mounting system coating is guaranteed according to ISO 9223, atmospheric corrosion category up to C4 (according to ISO1461 /ASTM A123 and ISO3575),
against perforation corrosion, depending on the type of coating, for a period of:
- for hot dip galvanizing - 25 years;

- for other types of coating - mentioned additionally in the specifications of the contract cerest (RZER\
wo / ISO
o JHOAING N

% The lifetime of the Mounting system is 25 years and can be extended over time

®

e Fowrw g el e

office@solarsk.com.ua +38 097 641 80 20 @ Ukraine, Dnipro,
www.solarssk.com (office) 36-A, Naberezhna Peremohy Str.






